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CORPORATION STOP
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\__POLYETHYLENE WATER SERVICE

PIPE (IPS)(SDR-7) 200 PSI

SERVICE SADDLES

METER WITH AMI MODULE
(TO BE DELIVERED TO THE CITY)

12” MIN 12" MIN
(TYP) (TYP) EXISTING PAVEMENT
TACK MILLED TO SURFACE
/TEDGES COURSE DEPTH
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%" WATER METER CONNECTION

\ \SURFACE COURSE
15" S 9.5 C
~B INTERMEDIATE COURSE
" THREADED OUTLET W/ CAP 4" 1 19.0 C
PIPE O.D. [+ 16" (MAX) \ :
BASE COURSE
3/4” x 12" BRASS NIPPLE TO " 55" B 25 O
EXTEND BEYOND BOX ll '
EXCAVATABLE FLOWABEE———— >
FILL PER NCDOT / >
STRAIGHT CHECK VALVE STANDARDS
6” OF #57 WASHED STONE
YOKE Al ) _
: [72]
EMBEDMENT (SEE o o @l &
: SPECIFICATIONS FOR TYPE, 6% <
NoEs: COMPACTION, AND ' =S| S
1. WATER METER TO BE SET DIRECTLY IN FRONT OF RIGHT—OF—WAY ' + , 57| &
2. CONNECTION TO EXISTING PLUMBING SHALL BE THE RESPONSIBILITY BLOCKING IF NEEDED) ol 9
OF THE HOME OWNER. Gl &
3. #12 PLASTIC COATED SOLID COPPER WIRE SHALL BE TAPED TO TOP i
OF POLYETHYLENE PIPE | 1)
4. METER SHALL READ IN GALLONS
TYPICAL SECTION

WATER SERVICE
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DATE: MAY 10 2016
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UTILITY CUT PAVEMENT REPLACEMENT

DATE: JULY 9, 2015

R-PR-01

#7 STONE

AS REQUIRED BY
MANUFACTURER OF
FIRE HYDRANT

e 20 2R RRR
WEEP HOLE

DIP

A

\STONE PAD

'\80 LB BAG OF
CONCRETE

HYDRANT TEE
GATE VALVE

DIP

RESTRAINED JOINT PIPE

HYDRANT SHALL INCLUDE A
5" INTEGRAL STORZ PUMPER CONNECTION

N g

NEW ROADWAY
SURFACE OVERLAY

I T TAT 7777 77 L7777 LT 7777 777 77 777 7%

TOP OF EXISTING 7"
ROADWAY SURFACE

STEP1 COVER EXISTING MANHOLE WITH APPROVED g)(()lgéms MANHOLE
MATERIAL AND CONSTRUCT OVERLAY ACROSS
TOP OF MANHOLE. STEP 1
STEP2 SAW CUT EXCAVATION AREA AROUND MANHOLE -
12" MINIMUM FROM MANHOLE FRAME.
STEP3  RAISE MANHOLE FRAME RINGS TO FINISH
PAVEMENT PROFILE AND CROSS SLOPE. EARLY STRENGTH
NOTES: STEP4  BACKFILL WITH EARLY STRENGTH P.C.C. TO P.C.C. NEW AC
HYDRANTS SHALL HAVE 5-3" VALVE OPENING AND DEPTHS AS DIRECTED. 12" MIN.
SHALL CONFORM TO WSACC SPECIFICATIONS OVERLAY
T IO = e = | AN ST I IIIID.
o 4 AT
O . |==——CUTUINE
’ SHIMAS___—% L
J’ < DIRECTED B
15" " | l
I | | I
e CONCRETE MANHOLE
e ADJUSTMENT RINGS
WD
STEPS 2,3 &4 OR MASONRY AS

KANNAPOLIS

Public Works

REQUIRED.

FIRE HYDRANT

MANHOLE ADJUSTMENT DETAIL

DATE: JULY 9, 2015

KANNAPOLIS

. PUBLIC WORKS

DATE: 19 June 2014

R-PR-02

W-FH-01

alley, williams, carmen, & king, inc.

CONSULTING ENGINEERS
FIRM LICENSE No. F-0203

120 SOUTH MAIN STREET
KANNAPOLIS, NC 28082
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